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hema nivojev

Vhodni podatki - Konstrukcija

2/22

Naziv z [m] h [m] Naziv z [m] h [m]
vrh 13.50 1.14 1.N 3.97 3.97
4.N 12.36 2.68 pritlicje 0.00 1.30
3.N 9.68 2.80 temeljna plos$¢a -1.30
2.N 6.88 2.91
Tabele materialov
No Naziv materiala E[kN/m2] u y[kN/m3] at[1/C] Em[kN/m2] um
1 |C25/30 3.100e+7| 0.20 25.00 1.000e-5 3.100e+7 | 0.20
2 |Jeklo 2.100e+8| 0.30 78.50 1.000e-5 2.100e+8| 0.30
Seti plos¢
No d[m] e[m] Material Tip preraduna Ortotropija E2[kN/m2] GIkN/m2] o
<1> 0.200 0.100 1 Tanka plo$¢a Izotropna
<2> 0.400 0.200 1 Tanka plo$¢a Izotropna
Seti gred
Set: 1 Prerez: |=| 20/20, Fiktivna ekscentri¢nost
Mat. A1 A2 A3 1 12 13
20 2 - Jeklo 7.600e-3 3.877e-3 3.877e-3 6.859e-5 4.585e-5 4.585e-5
U U
18 1
@Q
h U I H 3
U H
Py
[em]
Set: 2 Prerez: HOP [] 60x60x3, Prosta palica, Fiktivna ekscentrinost
Mat. A1 A2 A3 1 12 13
2 2 - Jeklo 6.610e-4 3.600e-4 3.600e-4 5.556e-7 3.392e-7 3.392e-7
JL " os 3
P
[em]
Set: 3 Prerez: HOP [] 100x100x4, Fiktivha ekscentri¢nost
Mat. A1 A2 A3 1 12 13
2 2 - Jeklo 1.495e-3 8.000e-4 8.000e-4 3.53%e-6 2.213e-6 2.213e-6

]
l

[em]
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HOP [] 100x100x4
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“F'HOP [] 100x100x4

2.32

HOP ] 100x100x4
HOP ] 100x100x4

Nivo: vrh [13.50 m]

0/20

Nivo: 4.N [12.36 m]

HOP [] 100x100x4
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4.45
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i
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HOP [] 100x100x4
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2.32

HOP ] 100x100x4

i

Nivo: 3.N [9.68 m]

HOP [] 100x100x4 HOP [] 100x100x4 i HOP [] 100x100x4

Nivo: 2.N [6.88 m]

HOP [] 100x100x4

4.45
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i
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2.32

[=1 20720

HOP [] 100x100x4
HOP ] 100x100x4

i

Nivo: 1.N [3.97 m]

HOP [] 100x100x4 HOP [] 100x100x4 ‘ XT00X

Nivo: pritli¢je [0.00 m]

HOP [] 100x100x4

4.45
o

T
n3.45

82> 232 N

2.32

V_3

Nivo: temeljna plos¢€a [-1.30 m] Dispozicija okvirjev
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Vhodni podatki - Obtezba

No Naziv No Naziv
1 stalna (g) 16 |Komb.: 1+1.05xI1+0.9xI11
2 koristna 17 |Komb.: 1.35xI+1.5xlII
3 veter x 18 |Komb.: 1.35xI+1.5xIV
4 veter y 19 |Komb.: 1.35xI+1.5xII
5 Komb.: 1.35xI+1.05xI1+ 20 |Komb.: I+1.5xIIl
+1.5xlll 21 |Komb.: I1+1.5xIV
6 Komb.: 1.35x1+1.05xI1+1.5 22 |Komb.: 1+1.5xIl
xIV 23 |Komb.: 1.35xI+1.05xII
7 Komb.: 1.35xI+1.5xI1+0.9xIV 24 |Komb.: 1.35xI1+0.9xIV
8 Komb.: 1.35xI+1.5x11+0.9xI1I 25 |Komb.: 1.35xI+0.9xlll
9 Komb.: 1+1.05xI1+1.5xIV 26 |Komb.: 1+1.05xII
10 |Komb.: I+1.05xI1+1.5xI1I 27 |Komb.: 1+0.9xIV
11 |Komb.: 1+1.5xI1+0.9xIII 28 |Komb.: 1+0.9xlII
12 |Komb.: 1+1.5x11+0.9xIV 29 |Komb.: 1.35xI
13  |Komb.: 1.35xI+1.05xI1+ 30 |Komb.: |
+0.9xll1 31 |Komb.: I+l
14 |Komb.: 1.35xI+1.05xI1+0.9 32 |Komb.: I+11+I1I
xIV 33  |Komb.: I+I+IV
15 |Komb.: 1+1.05x11+0.9xIV 34 |Komb.: I+lI+lI+IV
Obt. 1: stalna (g) Obt. 1: stalna (g)
< <
< <
B p=-0.70 B & p=-1.81 - p=-0.56
& e e
cl.li 2.32 g T 2.32
of [=1 [=1
A p=-9.70 A & p=-1.81 & p=-0.56
-~ ~ -~ ~
Nivo: vrh [13.50 m] Nivo: 4.N [12.36 m]
Obt. 1: stalna (g) Obt. 1: stalna (g)
< <
< <
B w p=-2.22 - p=-1.08 & B w p=-2.28 - p=-1.07 &
IN e e R e e
i o o 2.32 i N N 2.32
& & al & &l al
A i p=-2.22 & p=-1.08 & A i p=-2.28 & p=-1.07 &
-~ ~ -~ ~
Nivo: 3.N [9.68 m] Nivo: 2.N [6.88 m]
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Obt. 1: stalna (g) Obt. 1: stalna (g)
< <
<~ ~
B & p=-2.15 P p=-1.10 & B -
< < 2.32 S ¥ 2.32
& al &l Eﬂ
A i p=-2.15 & p=-1.10 & A 1
Nivo: 1.N [3.97 m] Nivo: pritli¢je [0.00 m]
Obt. 2: koristna Obt. 2: koristna
< <
~ ~
8 B ® &
’ i 2.32 % % 2.32
[=1 [=1
A A '@«: &
Nivo: vrh [13.50 m] Nivo: 4.N [12.36 m]
Obt. 2: koristna Obt. 2: koristna
< <
~ ~
B o & & B B & &
S < 2.32 S < 2.32
&l al &l al
A & e & A & e &
Nivo: 3.N [9.68 m] Nivo: 2.N [6.88 m]
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Stati¢ni preracun
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Obt. 31: [Ovo] 5-29
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Okvir: H_2

Vplivi v gredi: max M3= 12.18 / min M3= -19.86...

Obt. 31: [Ovo] 5-29

12.52

b1,

"0.6)

-4.87 -9.094, |-4.58

WY
-0.62,

Okvir: H_2
Vplivi v gredi: max T2= 12.52 / min T2=-12.60 kN

Obt. 31: [Ovo] 5-29

N
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Okvir: H_2
Vplivi v gredi: max N1= 14.17 / min N1= -264.9...

Obt. 31: [Ovo] 5-29
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Okvir: H_1

Vplivi v gredi: max M3= 11.78 / min M3= -19.62...

Obt. 31: [Ovo] 5-29
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el
9 <
, s
~
-0.81 ? -1.29
0.61 P!
- S
o
¥
0.85 1.00
12 -2.06
1.97
0
0
¥
0.12
o
°9
74.05 -9.29| |-4.68
<%,
C‘i i
Okvir: H_1

Vplivi v gredi: max T2= 12.66 / min T2= -12.45 kN

Obt. 31: [Ovo] 5-29
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C S
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1
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Okvir: H_1

Vplivi v gredi: max N1=91.81 / min N1=-122.7...
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Obt. 3: veter x

’ 0.97

==L T

Okvir: H_2

Vplivi v gredi: max Xp= 1.00 / min Xp=0.00 m /...

Obt. 4: vetery

Okvir: H_2

Vplivi v gredi: max Yp= 20.90 / min Yp=-0.07 m...
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Obt. 31: [Ovo] 5-29

Okvir: V_1
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0.49.

+0.1571-0.07/1-0.64
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0.73
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&
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-0.85
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5[=1.090.6,
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Q08
8|

£1.89

-0.11
-1.25
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o
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©

Vplivi v gredi: max M3= 6.84 / min M3= -7.17 kNm

"0.67

"0.67

0.39

1.20

Obt. 31: [Ovo] 5-29
1230
1,245 32
To.82
172/ -1.58
NG
3
-0.814 -
To.61 s
2.12/{ £ »z.oj
£ N z
.12
4.05] g -4.87]
Okvir: V_1
Vplivi v gredi: max T2= 3.55 / min T2= -6.82 kN
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Obt. 31: [Ovo] 5-29 Obt. 3: veter x Obt. 4: vetery
. s &8 5 B
0 R LT T L
1.76[ ~ 1.00) 000 T 55 7.55
I IS N
J-17.89 o -19.58 LI T T / LT
<
I 1 ] 1%
1A 87 3 11 -50.64 ﬁ ‘t”‘n\ I
37.84IN°ep E
ls111 S8 B\ 85,97 ] ——
25.21 5 E
H < i3
1/-70.94 }. [-161.60 \u&\ \O —
91.81[ N5 ’ \E
L R N 3
1)-83.46 < 2\, | -194.02 ° S
81.98
| %
1#£99.64 1. |-264.91
e :
Okvir: V_1 Okvir: V_1 Okvir: V_1
Vplivi v gredi: max N1=91.81 / min N1=-264.9... | Vplivi v gredi: max Xp= 1.00 / min Xp=-0.00 m ... |Vplivi v gredi: max Yp=7.55/ min Yp=0.00 m /...
Obt. 2: koristna Obt. 31: 1+l
g o)
9 d
-0.08 -0.92 -0.13 -0.40 -1.30 -0.42
g e R R I —
< N
Nivo: vrh [13.50 m] Nivo: vrh [13.50 m]
Vplivi v gredi: max Zp= -0.05 / min Zp=-0.92 m / 1000 Vplivi v gredi: max Zp= -0.35 / min Zp=-1.30 m / 1000
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Obt. 31: I+l

Nivo: 4.N [12.36 m]
Vplivi v gredi: max Zp=-0.19 / min Zp=-1.27 m / 1000

Obt. 31: I+l

Nivo: 3.N [9.68 m]
Vplivi v gredi: max Zp=-0.18 / min Zp=-1.48 m / 1000

Obt. 31: I+l

Nivo: 2.N [6.88 m]
Vplivi v gredi: max Zp=-0.15/ min Zp=-1.45 m/ 1000

Obt. 31: I+l

Nivo: 1.N [3.97 m]
Vplivi v gredi: max Zp=-0.10 / min Zp=-1.28 m / 1000

Obt. 31: I+l

-0.02

<
o
(=
<
o
(=]

Nivo: pritli¢je [0.00 m]
Vplivi v gredi: max Zp= -0.00 / min Zp=-0.04 m / 1000

-0.02
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Obt. 35: [Ovo] 5-29

Obt. 35: [Ovo] 5-29

Nivo: temeljna plos¢a [-1.30 m]
Vplivi v plo&¢i: max Mx= 9.06 / min Mx= 0.00 kNm/m

Nivo: temeljna plos¢a [-1.30 m]
Vplivi v plo&¢i: max My= 8.96 / min My= 0.00 kNm/m

Obt. 32: I+11+l

4.45

Obt. 33: I+lI+IV

80,28
7

2.32

Nivo: temeljna plos¢a [-1.30 m]
Vplivi v pov.podpori: max o,tal= 80.28 / min o,tal= 46.87 kN/m2

Nivo: temeljna plos¢a [-1.30 m]
Vplivi v pov.podpori: max o,tal= 152.36 / min g,tal= -25.87 kN/m2

Obt. 32: I+11+l

Obt. 34: I+II+11+IV

4.45

2.32

Nivo: temeljna plos¢a [-1.30 m]
Vplivi v pov.podpori: max s,tal= -4.69 / min s,tal= -8.03 m / 1000

Nivo: temeljna plos¢a [-1.30 m]
Vplivi v pov.podpori: max s,tal= 3.90 / min s,tal= -16.55 m / 1000
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Merodajna obtezbag Kompletna >heméMerodaJna obtezbag Kompletna :.heméMerodaJna obtezbag Kompletna :.heméMerodaJna obtezbag Kompletna shem
EC 2 (EN 1992-1-1Y2004), C 25, S... |EC 2 (EN 1992-1-1%2004), C 25, S... |EC 2 (EN 1992-1-12004), C 25,/S... |EC 2 (EN 1992-1-12004), C 25, S...
6 6 6 6
1.14 1.14 1.14 1.14
5 5 5 5
2.68 2.68 2.68 2.68
4 4 4 4
2.80 2.80 2.80 2.80
3 3 3 3
2.91 2.91 2.91 2.91
2 2 2 2
3.97 3.97 3.97 3.97
1.58 0.92 2.74 4.62 2.61 1.671.33
1 \V4 o V 1 1.8 V_ o N
% s v E 4 ST T T No.00!
58
3 1.30 1.30 .30 411.30
0 G0 O/I\ 0 000 '.gr N
Q
Okvir: H_1 Okvir: H_1 Okvir: H_2 Okvir: H_2
Aa —sp.cona - Smer 1 - max Aal,s... |Aa —sp.cona - Smer 2 - max Aa2,s... |Aa —sp.cona - Smer 1 - max Aa{,s... |Aa —sp.cona - Smer 2 - max Aa2,s..
Merodajna obtezba: Kompletna shemaMerodaJna obtezba: Kompletna shemaMerodaJna obtezbay Kompletna shemaMerodaJna obtezbay Kompletna shem
EC 2 (EN 1992-1-1:2004), C 25, S... |EC 2 (EN 1992-1-1:2004), C 25, S... |EC 2 (EN 1992-1-1:2004), C 25, S... |EC 2 (EN 1992-1-12004), C 25, S...
6.: 6.: 6 6
1.14 1.14 114 114
2.68 2.68 2.68 2.68
4 4 4 4
2.80 2.80 2.80 2.80
30 30 3 3
2.91 2.91 291 291
2 2 2 2
3.97 3.97 397 397
21 2.22 3.2 3.77
| -1 I %“..,. 1.0.00-f || S [ i
f g |, e 004k S 8 T
i 30 it o @gp 1130 L 30
Q 000 ; ) 3 H | 0 a-an /I‘O i 8;;
<~ l <~ l
Okvir: V_1 Okvir: V_1 Okvir: V_3 Okvir: V_3
Aa - sp.cona - Smer 1 - max Aa1l,s... |Aa-sp.cong - Smer 2 - max Aa2,s... |Aa - sp.cona - Smer 1 - max Aal,s... |Aa - sp.cona - Smer 2 - max Aa2,s...

A
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Merodajna obtezba: Kompletna shema
EC 2 (EN 1992-1-1:2004), C 25, S500H, a=2.00 cm

Merodajna obtezba: Kompletna shema
EC 2 (EN 1992-1-1:2004), C 25, S500H, a=2.00 cm

Nivo: temeljna plos¢a [-1.30 m]
Aa - sp.cona - Smer 1 - max Aa1,s= 0.34 cm2/m

Nivo: temeljna plos¢a [-1.30 m]
Aa - sp.cona - Smer 2 - max Aa2,s= 0.35 cm2/m

Merodajna obtezba: Kompletna shema
EC 2 (EN 1992-1-1:2004), C 25, S500H, a=2.00 cm

Merodajna obtezba: Kompletna shema
EC 2 (EN 1992-1-1:2004), C 25, S500H, a=2.00 cm

Nivo: temeljna plos¢a [-1.30 m]
Aa - zg.cona - Smer 1 - max Aa1,z= -1.09 cm2/m

Nivo: temeljna plos¢a [-1.30 m]
Aa - zg.cona - Smer 2 - max Aa2,z= -2.29 cm2/m
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Dimenzioniranje (jeklo)
0.12 (7)
- 0.30 (6) & 0.16 (21)
g g 3| g S g
o @ oy ~ o N
= S S = S 3
& 0.29 (6) - 0.24 (6)
0.13 (7)
Nivo: vrh [13.50 m] Nivo: 4.N [12.36 m]
Kontrola napetosti Kontrola napetosti
- 0.41 (6) - 0.16 (18) - - 0.42 (6) - 0.11 (18) -
3| < < 3| < <
q p 3 ) g 2
o [S] [S] o [S] [S]
i 0.41 (18) & 0.16 (6) o i 0.42 (18) BN 0.17 (6) o
Nivo: 3.N [9.68 m] Nivo: 2.N [6.88 m]
Kontrola napetosti Kontrola napetosti
- 0.37 (6) - 0.17 (18) & 0.05 (18) 0.10 (21)
< < < < < <
@ b 3 e ] S
S S S S S S
i 0.38 (6) & 0.20 (6) o 0.06 (6) 0.12 (6)
Nivo: 1.N [3.97 m] Nivo: pritlicje [0.00 m]
Kontrola napetosti Kontrola napetosti
Registered to Projecta Radimpex - www.radimpex.rs
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0.12.(7) . 0.12.(7) - . 0.05(18) .
ol 0 S S 0 &l | 9 S
= ey o o Lg o R o
S 0.29 (6) S| 0.24(6) S18 0.30 (6) Sl 0.16 21) -, S 0.07 (18) Sl
§ S < < < A <l <l g Y <
3 o 3 8 8 o 3 g e 8
o o o o o o = o
0.41 (18) 0.16 (6) 0.41 (6) . 0.16 (18) 1. 0.25 (18)
g 4 g 3| g s g g g 2 g
ol 77/5 o ol 0 d)//& o N o e\ffo_ ©
S| < o < o < < S > <
= [S] = [S] S S = S
0.42 (18) 0.17 (6) 0.42 (6) . 0.11 (18) . 0.29 (18)
9 & < < < © <l <l g Y <
ol ) o < - < N o ] > -
8 Q; - S - Y - S 8 ) -
0.38 (6) 0.20 (6) 0.37 (6) . 0.17 (18) . 0.18 (6)
3 % o < < %y el 9 g & 9
g & 9 g - & & g 8 G =
o o o o o o = o
0.38 (6) 0.23 (6) 0.37 (6) 0.23 (18) L. 0.26 (6)
g A2 < < < O <l <l g O <
3 o = 2 3 o N 3 g o 3
e S S o S = s S
0.06 (6) 0.12 (6) 0.05 (18) 4.0.10 (21) . 0.10 (6)
Okvir: H_1 Okvir: H_2 Okvir: V_1
Kontrola napetosti Kontrola napetosti Kontrola napetosti
PALICA 24-18 Mejna raé.nosilnost neto prereza Nu.Rd=  348.75 kN
PRECNI PREREZ: HOP [] 100x100x4 [S 235] Racunska nos. na nateg Nt.Rd = 319.39 kN
EUROCODE 3 (ENV) Pogoj 5.13: Nsd <= Nt.Rd (0.11 <= 319.39)
GEOMETRIJSKE KARAKTERISTIKE prereza 5.4.5 Upogib y-y
Racunski plasti¢ni moment Mpl.Rd = 11.820 kNm
= 14.950 cm2 Racunska nos.na lokalno izbocitev Mo.Rd = 9.457 kNm
4, Ay=  7.475cm2  Radunski elasti&ni moment Mel.Rd=  9.457 kNm
= 7.475 cm2 Racunska nosilnost na upogib Mc.Rd=  11.820 kNm
Ix= 353.89 cm4 Pogoj 5.17: Msd_y <= Mc.Rd_y (6.02 <= 11.82)
ly= 22133 cm4
lz=  221.33cm4 545 Upogib z-z
° Wy = 44.266 cm3  Ragunski plasti¢ni moment Mpl.Rd =  11.485 kNm
= > Wz=  44.266 cm3  Radunska nos.na lokalno izbogitev Mo.Rd = 9.457 kNm
14 y Wy,pl= 55328 cm3  Ragunski elasti¢ni moment Mel.Rd = 9.457 kNm
Wzpl= 53760 cm3  Ragunska nosilnost na upogib Mc.Rd=  11.485 kNm
yMO = 1.100 Pogoj 5.17: Msd_z <= Mc.Rd_z (0.29 <= 11.49)
180 M1 = 1.100
o — yM2=" 1.250 5.4.6 Strig
Anet/A = 0.900 Racunska plast.nos.na strig z-z Vpl.LRd = 92.199 kN
[mm] Pogoj 5.20: Vsd_z <= Vpl.Rd_z (9.24 <= 92.20)
(fy = 23.5 kN/cm2, fu = 36.0 kN/cm2)
Racunska plast.nos.na strig y-y Vpl.Rd=  92.199 kN
. N Pogoj 5.20: Vsd_y <= Vpl.Rd_y (0.25 <= 92.20
FAKTORJI IZKORISCENOSTI PO KOMBINACIJAH OBTEZB g0l - PLRdy ( )
6.y=0.53 9.y=0.51 18.y=0.45 ) ) N .
AR 21.-042 12.v-041 Ni peirgon aneeianio upogén rasinot
07 3;0-29 b x;o'za A -sz‘O > Pogoj: Vsd_z <= 50%Vpl.Rd_z i Vsd_y <= 50%Vpl.Rd_y
11.y=0.20 22.y=0.20 23.y=0.20 . ’
5. y=0.20 13.y=0.20 16.y=0.17 5.4.8 Upogib in osna sila
_ _ _ Razmerje Msd_y / Mpl.Rd_y 0.509
26.y=0.17 10. y=0.17 17.y=0.11 d
_ _ _ Razmerje Msd_z / Mpl.Rd_z 0.025
25.y=0.11 29.y=0.11 28.y=0.08 Pogoj 5.36: (0.53 <= 1)
20.y=0.08 30. y=0.08
PALICA IZPOSTAVLJENA NATEGU IN UPOGIBU 5.5 NOSILNGST ELEMENTOV
(obteni primer 6, konec palice) 55.2 Bocna zvrnitev upogibnih nosilcev
Koeficient C1 1.285
Racunska osna sila Nsd= 0114 kN Koeficient Cz2= 1562
Preéna sila v y smeri Vsd_y = 0.249 kN Koeficient C3= 0.753
Preéna sila v z smeri Vsd_z = 9.235 kN Koef.ukl.dolZine za uklon k= 1.000
Upogibni moment okoli y osi Msdy= -6.019 kNm  Koef.ukl.dolZine za vbolenje kw = 1.000
Upogibni moment okoli z osi Msd_z=  -0.290 kNm ﬁ:g;g::g:z Zgj = 8888 gm
Sistemska dolZi li L= 232.00 B :
slemska colzina palice em Razmak med boénimi podporami L= 232.00 cm
5.3 KLASIFIKACIJA PRECNIH PREREZOV Sgktorsk| vztrajr)ostnl mpment wa 0.000 cm6
Razred prereza 1 Kr|t.m9ment bocne zvrnitve Mcr= 634.24 kNm
Koeficient Bw = 1.000
A Koeficient imperf. olT= 0.210
5.4 NOSILNOST PRECNIH PREREZOV
5.4.3 Nateg Brezdimenz.vitkost ALT_= 0.143
Plast.ra&.nosilnost bruto prereza Npl.Rd=  319.39 kN Koeficient zmanjSanja ALT = 1.000
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Racunska uklonska nosilnost Mb.Rd = 11.820 kNm Ni pre€nih ojacitev v sredini
Koeficient izbo€enja pri strigu kt = 5.340
5.5.3 Upogib in nateg Ni potrebna kontrola izbo¢enja zaradi striga
Redukcijski koef.za vektorske vplive yvec = 0.800 Pogoj: d / tw <= 69 ¢ (25.00 <= 69.00)
Elast.odp.mom.za krajne tla¢.vlakno Wcom = 44.266 cm3
Efektivni ra¢.notranji moment Meff.sd = 6.016 kNm 5.6.7 Interakcija preéne sile, upogiba in osne sile
Pogoj 5.50: Meff.sd <= Mb.Rd (6.02 kNm <= 11.82 kNm) za strig v ravnini z-z
Racunski plastiéni moment pasnic Mf.Rd = 8.545 kNm
5.6 LOKALNO 1ZBOCENJE ZARADI STRIGA Pogoji 5.66a in 5.66b so izpolnjeni
za strig v ravnini z-z
Visina stojine d 9.200 cm 5.7 VNOS KONCENTRIRANIH SIL V STOJINO
Debelina stojine tw 0.400 cm 5.7.7 Uklon pasnice v smeri stojine
Ni precnih ojaCitev v sredini Koeficient(razred pasnice 1) = 0.300
Koeficient izbo€enja pri strigu kt = 5.340 Povrsina stojine Aw = 4.000 cm2
Ni potrebna kontrola izbo¢enja zaradi striga Povrsina tlag.pasnice Afc = 4.000 cm2
Pogoj: d / tw <= 69 ¢ (23.00 <= 69.00) Prepreéen je uklon pasnice v smeri stojine
Pogoj 5.80: (11.50 <= 268.09)
za strig v ravnini y-y
Visina stojine d 10.000 cm
Debelina stojine tw 0.400 cm
PALICA 16-21 Razmerje Msd_y / Mpl.Rd_y 0.171
PRECNI PREREZ: Skatlasti [S 235] Razmerje Msd_z / Mpl.Rd_z 0.012
EUROCODE 3 (ENV) Pogoj 5.36: (0.24 <= 1)
GEOMETRIJSKE KARAKTERISTIKE prereza 5.5 NOSILNOST ELEMENTOV
5.5.1 Uklonska nosilnost
Ax=  76.000 cm2 Uklonska dolzZina y-y LLy= 198.50 cm
4 Ay=  40.000 cm2  Vztrajnostni radij y-y iy= 7.767 cm
)472644 Az=  36.000 cm2 Vitkost y-y Ay= 25555
2 Ix= 6859.0 cm4 Relativna vitkost y-y ry= 0.254
z—Z = ly= 4585.3 cm4 Uklonska krivulja za os y-y: C o= 0.490
f ) lz=  4585.3 cm4 Koeficient nepopolnosti WY = 0.973
10,1 180 10 Wy = 458.53 cm3 Koeficient efektivnega prereza BA = 0.870
b= ‘ > Wz = 458.53 cm3 Racunska uklonska nosilnost Nb.Rd_y = 1373.4 kN
- W ( y Wy,pl=  542.00 cm3 Pogoj 5.45: Nsd <= Nb.Rd_y (94.84 <= 1373.44)
) U Wz,pl = 542.00 cm3
=7~ yMO= 1.100 Uklonska dolzina z-z lz=  198.50 cm
o 200 yM1 = 1.100 Vztrajnostni radij z-z iz=  7.767 cm
= yM2=" 1.250 Vitkost z-z rz= 25555
Anet/A = 0.900 Relativna vitkost z-z Az= 0.254
[mm] Uklonska krivulja za os z-z: C o= 0.490
(fy = 23.5 kN/cm2, fu = 36.0 kN/cm2) Koeficient nepopolnosti Y2 = 0.973
Koeficient efektivnega prereza BA = 0.870
Racunska uklonska nosilnost Nb.Rd_z = 1373.4 kN
FAKTORJI IZKORISCENOSTI PO KOMBINACIJAH OBTEZB Pogoj 5.45: Nsd <= Nb.Rd_z (94.84 <= 1373.44)
6.y=0.24 18.y=0.23 9.y=0.23
21.y=0.22 7.y=0.17 14.y=0.17 5.5.2 Bo¢na zvrnitev upogibnih nosilcev
12.y=0.16 24.y=0.16 15.y=0.16 Koeficient C1= 1.565
27.y=0.15 8.y=0.08 5.y=0.08 Koeficient C2= 1.267
19. y=0.08 13.y=0.08 11.y=0.07 Koeficient C3= 2.640
23.y=0.07 22.y=0.07 10. y=0.07 Koef.ukl.dolZine za uklon k= 1.000
17.y=0.06 25.y=0.06 16. y=0.06 Koef.ukl.dolZine za vbo&enje kw = 1.000
26. y=0.06 29.y=0.06 20.y=0.05 Koordinata zg = 0.000 cm
28.y=0.05 30. y=0.04 Koordinata zj= 0.000 cm
Razmak med boénimi podporami L= 198.50 cm
PALICA 1ZPOSTAVLJENA PRITISKU IN UPOGIBU Sektorski vztrajnostni moment Iw = 0.000 cm6
(obtezni primer 6, na 92.0 cm od zacetka palice) Krit.moment bo€ne zvrnitve Mcr = 18091 kNm
Koeficient Bw = 1.000
Racunska osna sila Nsd = -94.843 kN Koeficient imperf. olT= 0.490
Pre¢na sila vy smeri Vsd_y = 1.608 kN Brezdimenz.vitkost ALT_= 0.084
Precna sila v z smeri Vsd_z = -7.925 kN Koeficient zmanj$anja yLT = 1.000
Upogibni moment okoli y osi Msd_y = -19.834 kNm Racunska uklonska nosilnost Mb.Rd = 115.79 kNm
Upogibni moment okoli z osi Msd_z = 1.371 kNm Kontrola bo€ne zvrnitve ni potrebna: A _LT <= 0.4
Sistemska dolzina palice L= 198.50 cm
- 5.5.4 Upogib in tlak
5.3 KLASIFIKACIJA PRECNIH PREREZOV Koeficient nepopolnosti ymin = 0.973
Razred prereza 1 Nsd /... 0.060
. Koeficient oblike momenta By = 1.721
5.4 NOSILNOST PRECNIH PREREZOV Koeficient py = 0.040
5.4.4 Tlak Koeficient ky = 0.998
Plasti¢na racunska nosilnost Npl.Rd = 1623.6 kN ky *My /... 0.171
Racdunska nosilnost na tlak Nc.Rd=  1623.6 kN Koeficient oblike momenta pBz= 1.363
Pogoj 5.16: Nsd <= Nc.Rd (94.84 <= 1623.64) Koeficient pz = -0.141
Koeficient kz = 1.008
5.4.5 Upogib y-y kz*Mz/ ... 0.012
Ragunski plastiéni moment Mpl.Rd= 11579 kNm  Pogoj 5.51: (0.24 <= 1)
Racunska nos.na lokalno izbogitev Mo.Rd = 97.959 kNm
Racunski elasti¢ni moment Mel.Rd =  97.959 kNm Koeficient nepopolnosti 1_Z= 0.973
Racunska nosilnost na upogib Mc.Rd = 115.79 kNm Nsd/ ... 0.060
Pogoj 5.17: Msd_y <= Mc.Rd_y (19.83 <= 115.79) Koeficient nepopolnosti yLT = 1.000
Koef.obl.mom.za bo¢no zvrnitev BM.LT = 1.721
5.4.5 Upogib z-z Koeficient uLT = -0.084
Ragunski plastiéni moment Mpl.Rd= 11579 kNm  Koeficient kLT = 1.005
Radéunska nos.na lokalno izbogitev Mo.Rd= 97.959 kNm  KLT*My/... 0.172
Ragunski elastiéni moment Mel.Rd= 97.959 kNm  Koeficient oblike momenta pz=  1.363
Ragunska nosilnost na upogib Mc.Rd= 11579 kNm  Koeficient pz=  -0.141
Pogoj 5.17: Msd_z <= Mc.Rd_z (1.37 <= 115.79) Koeficient kz = 1.008
kz*Mz/ ... 0.012
5.4.6 Strig Pogoj 5.52: (0.24 <= 1)
Racunska plast.nos.na strig z-z Vpl.LRd = 444.04 kN .
Pogoj 5.20: Vsd_z <= Vpl.Rd_z (7.92 <= 444.04) 5.6 LOKALNO IZBOCENJE ZARADI STRIGA
za strig v ravnini z-z
Radunska plast.nos.na strig y-y Vpl.Rd=  371.22 kN Visina stojine d= 18.000 cm
Pogoj 5.20: Vsd_y <= Vpl.Rd_y (1.61 <= 371.22) Debelina stojine iy tw= 1.000cm
Ni preénih ojacitev v sredini
5.4.9 Upogib z 0sno in pre&no silo Koeficient izbo€enja pri strigu kt = 5.340
N.i ;;otrepbngo zmanjéanjepupogibne nosilnosti Ni pot'rebna kontrola izbo€enja zaradi striga
Pogoj: Vsd_z <= 50%Vpl.Rd_z i Vsd_y <= 50%Vpl.Rd_y Pogoj: d /tw <= 69 ¢ (18.00 <= 69.00)
5.4.8 Upogib in osna sila za strig v ravnini y-y
RazmegegNsd ' Nol.Rd 0.058 Vigina stojine d=  18.000 cm
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Debelina stojine tw = 1.000 cm Sistemska dolzina palice L= 198.50 cm
Ni preénih ojacitev v sredini
Koeficient izbo€enja pri strigu kt = 5.340 5.4 NOSILNOST PRECNIH PREREZOV
Ni potrebna kontrola izbo¢enja zaradi striga 5.4.6 Strig
Pogoj: d / tw <= 69 ¢ (18.00 <= 69.00) Racunska plast.nos.na strig z-z Vpl.Rd = 444.04 kN
Pogoj 5.20: Vsd_z <= Vpl.Rd_z (9.44 <= 444.04)
5.6.7 Interakcija pre€ne sile, upogiba in osne sile
za strig v ravnini z-z Racunska plast.nos.na strig y-y Vpl.LRd = 493.37 kN
Racunski plastiéni moment pasnic Mf.Rd=  56.616 kNm Pogoj 5.20: Vsd_y <= Vpl.Rd_y (0.31 <= 493.37)
Pogoji 5.66a in 5.66b so izpolnjeni
5.6 LOKALNO IZBOCENJE ZARADI STRIGA
5.7 VNOS KONCENTRIRANIH SIL V STOJINO za strig v ravnini z-z
5.7.7 Uklon pasnice v smeri stojine Visina stojine d 18.000 cm
Koeficient(razred pasnice 1) = 0.300 Debelina stojine tw 1.000 cm
Povrsina stojine Aw = 40.000 cm2 Ni pre€nih ojacitev v sredini
Povrsina tla¢.pasnice Afc=  20.000 cm2 Koeficient izbo€enja pri strigu kt = 5.340
Preprecen je uklon pasnice v smeri stojine Ni potrebna kontrola izbo¢enja zaradi striga
Pogoj 5.80: (9.00 <= 379.13) Pogoj: d / tw <= 69 ¢ (18.00 <= 69.00)
za strig v ravnini y-y
KONTROLA STRIZNE NOSILNOSTI Visina stojine d 18.000 cm
(obtezni primer 6, na 92.0 cm od zacetka palice) Debelina stojine tw 1.000 cm
Ni preénih ojacitev v sredini
Racunska osna sila Nsd = -66.628 kN Koeficient izbo€enja pri strigu kt = 5.340
Pre¢na sila vy smeri Vsd_y = -0.308 kN Ni potrebna kontrola izbo¢enja zaradi striga
Pre¢na sila v z smeri Vsd_z = -9.435 kN Pogoj: d / tw <= 69 ¢ (18.00 <= 69.00)
Upogibni moment okoli y osi Msd_y=  12.184 kNm
Upogibni moment okoli z osi Msd_z = -0.220 kNm
PALICA 27-11 Racunska uklonska nosilnost Nb.Rd_y = 30.064 kN
PRECNI PREREZ: HOP [] 60x60x3 [S 235] Pogoj 5.45: Nsd <= Nb.Rd_y (17.48 <= 30.06)
EUROCODE 3 (ENV)
Uklonska dolzina z-z l,z= 421.55 cm
GEOMETRIJSKE KARAKTERISTIKE prereza Vztrajnostni radij z-z i,z= 2.265 cm
Vitkost z-z rZ= 186.09
= 6.610 cm2 Relativna vitkost z-z A_z= 1.982
4, Ay = 3.305 cm2  Uklonska krivulja za os z-z: B a= 0.340
= 3.305 cm2 Koeficient nepopolnosti WZ= 0.213
Ix= 55.560 cm4 Koeficient efektivnega prereza BA = 1.000
ly= 33.920 cm4 Racunska uklonska nosilnost Nb.Rd_z=  30.064 kN
lz=  33.920 cm4 Pogoj 5.45: Nsd <= Nb.Rd_z (17.48 <= 30.06)
Wy = 11.307 cm3
2 Wz= 11.307 cm3  5.5.2 Boéna zvrnitev upogibnih nosilcev
3 y Wy,pl= 14634 cm3  Koeficient C1= 1.132
Wzpl= 14108 cm3  Koeficient C2= 0459
yMO= 1.100 Koeficient C3= 0525
6o yM1=" 1.100 Koef.ukl.dolZine za uklon k= 1.000
o yM2 = 1.250 Koef.ukl.dolZine za vbogenje kw = 1.000
Anet/A = 0.900 Koordinata 29 = 0.000 cm
[mm] Koordinata zj= 0.000 cm
(fy = 23.5 kN/cm2, fu = 36.0 kN/cm2) Razmak med bo¢nimi podporami L= 42155cm
Sektorski vztrajnostni moment w = 0.000 cm6
Krit. noment boéne zvrnitve Mcr= 47.697 kNm
FAKTORJI IZKORISCENOSTI PO KOMBINACIJAH OBTEZB Koeficient pw = 1.000
6.y=0.63 18.y=0.63 9.y=0.61 Koeficient imperf. olT = 0.210
21.y=0.61 7.y=0.42 14.y=0.42 Brezdimenz.vitkost ALT_= 0.269
24.y=0.41 12.y=0.40 15.y=0.40 Koeficient zmanjSanja yLT = 0.985
27.y=0.39 17.y=0.08 5.y=0.08 Racunska uklonska nosilnost Mb.Rd = 3.079 kNm
19. y=0.08 23.y=0.07 20. y=0.07 Kontrola bo&ne zvrnitve ni potrebna: A_LT <= 0.4
10. y=0.07 29.y=0.07 25.y=0.06
22.y=0.06 13. y=0.06 8. y=0.06 5.5.4 Upogib in tlak
26. y=0.06 28. y=0.05 16. y=0.05 Koeficient nepopolnosti ymin = 0.213
11. y=0.05 30. y=0.05 Nsd /... 0.582
Koeficient oblike momenta By 1.300
PALICA IZPOSTAVLJENA PRITISKU IN UPOGIBU Koeficient py = -2.480
(obtezni primer 6, na 200.7 cm od zadetka palice) Koeficient ky 1.500
ky *My /... 0.053
Raéunska osna sila Nsd= -17.482 kN Pogoj 5.51: (0.63 <= 1)
Upogibni moment okoli y osi Msd_y = 0.111 kNm
Sistemska dolzina palice L= 421.55cm Koeficient nepopolnosti 1_Z= 0.213
Nsd/ ... 0.582
5.3 KLASIFIKACIJA PRECNIH PREREZOV Koeficient nepopolnosti yLT = 0.985
Razred prereza 1 Koef.obl.mom.za bo¢no zvrnitev BM.LT = 1.300
N Koeficient pLT = 0.236
5.4 NOSILNOST PRECNIH PREREZOV Koeficient kLT = 0.875
5.4.4 Tlak kLT *My /... 0.032
Plasti¢na racunska nosilnost Npl.Rd = 141.21 kN Pogoj 5.52: (0.61 <= 1)
Racunska nosilnost na tlak Nc.Rd = 141.21 kN
Pogoj 5.16: Nsd <= Nc.Rd (17.48 <= 141.21) 5.7 VNOS KONCENTRIRANIH SIL V STOJINO
5.7.7 Uklon pasnice v smeri stojine
5.4.5 Upogib y-y Koeficient(razred pasnice 1) = 0.300
Racunski plasti¢ni moment Mpl.Rd = 3.126 kNm Povrsina stojine Aw = 1.800 cm2
Racunska nos.na lokalno izbogitev Mo.Rd = 2.416 kNm Povrsina tla¢.pasnice Afc = 1.800 cm2
Racunski elasti¢ni moment Mel.Rd = 2.416 kNm Preprecen je uklon pasnice v smeri stojine
Racunska nosilnost na upogib Mc.Rd = 3.126 kNm Pogoj 5.80: (9.00 <= 268.09)
Pogoj 5.17: Msd_y <= Mc.Rd_y (0.11 <= 3.13)
5.4.8 Upogib in osna sila KONTROLA STRIZNE NOSILNOSTI
Razmerje Nsd / Npl.Rd 0.124 (obteZni primer 6, zaCetek palice)
Razmerje Msd_y / Mpl.Rd_y 0.036
Pogoj 5.36: (0.16 <= 1) Racunska osna sila Nsd= -17.580 kN
Preé¢na sila v z smeri Vsd_z = -0.107 kN
5.5 NOSILNOST ELEMENTOV Sistemska dolzina palice L= 42155cm
5.5.1 Uklonska nosilnost N
Uklonska dolzina y-y Ly= 421.55cm 5.4 NOSILNOST PRECNIH PREREZOV
Vztrajnostni radij y-y iy = 2.265 cm 5.4.6 Strig
Vitkost y-y Ly = 186.09 Racunska plast.nos.na strig z-z Vpl.LRd=  40.765 kN
Relativna vitkost y-y Ay = 1.982 Pogoj 5.20: Vsd_z <= Vpl.Rd_z (0.11 <= 40.76)
Uklonska krivulja za os y-y: B o= 0.340
Koeficient nepopolnosti WY = 0.213 5.6 LOKALNO IZBOCENJE ZARADI STRIGA
Koeficient efektivnega prereza BA = 1.000 za strig v ravnini z-z
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Visina stojine

d= 5.400 cm Pogoj: d / tw <= 69 ¢ (18.00 <= 69.00)
Debelina stojine tw = 0.300 cm
Ni preénih ojacitev v sredini
Koeficient izbo€enja pri strigu kt = 5.340

Ni potrebna kontrola izbo€enja zaradi striga
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